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(c) The deepwater port must des-
ignate a person in charge of ensuring 
that maintenance and repair is carried 
out in accordance with the instructions 
required in paragraph (a) of this sec-
tion. 

(d) If deficiencies in the maintenance 
or condition of lifesaving equipment 
are identified, the Officer in Charge of 
Marine Inspection (OCMI) may review 
the instructions under paragraph (a) of 
this section and require appropriate 
changes to the instructions or oper-
ations to provide for adequate mainte-
nance and readiness of the equipment. 

(e) When lifeboats, rescue boats, and 
liferafts are not fully operational be-
cause of ongoing maintenance or re-
pairs, there must be a sufficient num-
ber of fully operational lifeboats and 
liferafts available for use to accommo-
date all persons on the deepwater port. 

(f) Except in an emergency, repairs or 
alterations affecting the performance 
of lifesaving equipment must not be 
made without notifying the OCMI in 
advance. The person in charge must re-
port emergency repairs or alterations 
to lifesaving equipment to the OCMI, 
as soon as practicable. 

(g) The person in charge must ensure 
that spare parts and repair equipment 
are provided for each lifesaving appli-
ance and component subject to exces-
sive wear or consumption. 

LAUNCHING APPLIANCES 

§ 150.503 What are the time interval 
requirements for maintenance on 
survival craft falls? 

(a) Each fall used in a launching de-
vice for survival craft or rescue boats 
must be turned end-for-end at intervals 
of not more than 30 months. 

(b) Each fall must be replaced by a 
new fall when deteriorated, or at inter-
vals of not more than 5 years, which-
ever is earlier. 

(c) A fall that cannot be turned end- 
for-end under paragraph (a) of this sec-
tion must be carefully inspected be-
tween 24 and 30 months after its instal-
lation. If the inspection shows that the 
fall is faultless, the fall may be contin-
ued in service up to 4 years after its in-
stallation. It must be replaced by a 
new fall 4 years after installation. 

§ 150.504 When must the operator serv-
ice and examine lifeboat and rescue 
boat launching appliances? 

(a) The operator must service launch-
ing appliances for lifeboats and rescue 
boats at intervals recommended in the 
manufacturer’s instructions under 
§ 150.502(a), or according to the deep-
water port’s planned maintenance pro-
gram under § 150.502(b). 

(b) The operator must thoroughly ex-
amine launching appliances for life-
boats and rescue boats at intervals of 
not more than 5 years. Upon comple-
tion of the examination, the operator 
must subject the winch brakes of the 
launching appliance to a dynamic test. 

§ 150.505 When must the operator serv-
ice and examine lifeboat and rescue 
boat release gear? 

(a) The operator must service life-
boat and rescue boat release gear at in-
tervals recommended in the manufac-
turer’s instructions under § 150.502(a), 
or according to the deepwater port’s 
planned maintenance program under 
§ 150.502(b). 

(b) The operator must subject life-
boat and rescue boat release gear to a 
thorough examination at each annual 
self-certification inspection by per-
sonnel trained in examining the gear. 

INFLATABLE LIFESAVING APPLIANCES 

§ 150.506 When must the operator serv-
ice inflatable lifesaving appliances 
and marine evacuation systems? 

(a) The operator must service each 
inflatable lifejacket, hybrid inflatable 
lifejacket, and marine evacuation sys-
tem at 1-year intervals after its initial 
packing. The operator may delay the 
servicing for up to 5 months to meet 
the next scheduled inspection of the 
deepwater port. 

(b) The operator must service each 
inflatable liferaft no later than the 
month and year on its servicing sticker 
under 46 CFR 160.151–57(m)(3)(ii), except 
that the operator may delay servicing 
by up to 5 months to meet the next 
scheduled inspection of the deepwater 
port. The operator must also service 
each inflatable liferaft: 

(1) Whenever the container of the raft 
is damaged; or 
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